
FILTRO A PIASTRE
PLATE FILTER

FRC-40



FILTRO A PIASTRE | PLATE FILTER

ACCESSORI:
- Pompa di alimentazione carrellata indipendente
- Pompa di alimentazione centrifuga con quadro 

elettrico a bordo filtro
- Chiusura idraulica manuale
- Kit per doppia filtrazione
- Serie piastre filtranti in Noryl®

CARATTERISTICHE DI SERIE:
- Telaio in acciaio inox AISI 304 su ruote
- Tubazioni in ingresso e uscita prodotto 

complete di valvole a farfalla e manometri
- Vasca raccogli-goccia in acciao inox 

AISI 304 completa di valvola di scarico
- Serie di piastre filtranti 400x400 mm 

in polipropilene complete di guarnizioni
- Chiusura manuale a vite

OPTIONALS:
- Feed pump on detached frame
- Feed centrifugal pump on filter frame 

with elecrical panel
- Manual hydraulic closure
- Double filtration kit
- Filtering pack with Noryl® plates

STANDARD FEATURES:
- AISI 304 stainless steel frame on wheels
- Inlet and outlet piping with butterfly 

valves and pressure gauges
- AISI 304 stainless steel collecting basin 

with draining valve
- Filtering pack with polypropylene 400x400 mm 

plates with gaskets
- Manual screw closure

Dati e misure non sono impegnativi e possono essere variati senza preavviso. 
Measurements and operating data are approximative, not legally binding and subject to change without notice.

DATI TECNICI | TECHNICAL DATA
FRC-40 - 20 FRC-40 - 30 FRC-40 - 40 FRC-40 - 50 FRC-40 - 60 FRC-40 - 80

Numero piastre | Plates number nr. 20 30 40 50 60 80

Numero piastre max | Max. plates number nr. 24 34 46 56 68 88

Superficie filtrante | Filtering surface m² 3.0 4.6 6.2 7.8 9.5 12.4

Portata | Flow rate hl/h 30 46 62 78 95 124

DIMENSIONI | DIMENSIONS

Lunghezza | Length mm 1500 1650 2050 2150 2350 2500

Profondità | Depth mm 700 700 700 700 700 700

Altezza | Height mm 1000 1000 1000 1000 1000 1000

Peso | Weight Kg 215 250 280 320 350 420
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